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Achieve Sustainable Operating Temperatures 

Solids, Soils & Sludges Containing Volatiles and Semi-Volatiles 
TRU Radioactive and Organic Contaminated Sludges from 10-99 nCi/g
Chemical Decomposition / Oxidation of Suspect Pyrophoric Organic Solid Wastes
Delisting of Radioactive Tagged Solvent Contaminated Carcasses 
Mercury Contaminated Wastes
Spent Carbon
Radioactive Contaminated  & Mixed Low Level Waste
Industrial Pipeline /  NORM Pigging Sludges

Maintains up to 1200 f, resulting in achieving LDR UTS UHC compliance per batch, each
and every time 

The More Effective & Efficient Waste Treatment

Vacuum 
Therma-Fix Gen 

Thermal
Desorption

Learn More

www.perma-fix.com
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bwood@perma-fix.com
1-800-905-0501

Accepted Waste Streams:

*Available exclusively at
Perma-Fix of Florida 

Greater Treatment Capacity & Treatment
Batch method operation of up to 3000 lbs. per day allows for segregated
customer specific treatment of waste 

Cleaner & Safer Solution
Complies with the EPA's waste minimization program, and supports land disposal
footprint utilization

Cost-Effective Solution
Higher capacity = less cost/lb.

http://www.perma-fix.com



